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PE CELL WINDOW

METER SECTION

HINGED HOOD WITH

LIFT-UP SIDES

CONCRETE FOUNDATION

SEE DETAILS B & C.
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PADLOCK HASP
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PADLOCK HASP
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DWG S-0733
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NOTES: 1. ORNAMENTAL HOUSING 12" WIDE, 7.25" DEEP, 50" HIGH (TYPICAL INSTALLATION).MYERS ELECTRICAL PRODUCTS ORNAMENTAL HOUSING 12" WIDE, 7.25" DEEP, 50" HIGH (TYPICAL INSTALLATION).MYERS ELECTRICAL PRODUCTS MODEL MEUG3A-1250 (100A), OR MEUG3A-2048 (200A) SAFETY SOCKET ENCLOSURE TYPE 3R RAINPROOF VOLTAGE 120/240V 1Ø 3 WIRE OR BWP APPROVED EQUIVALENT. COLOR TO BE GRAY. 2. CONTACT BURBANK WATER AND POWER ELECTRIC SERVICES AT (818) 238-3575 FOR SERVICE CONFIRMATION CONTACT BURBANK WATER AND POWER ELECTRIC SERVICES AT (818) 238-3575 FOR SERVICE CONFIRMATION AND EXACT LOCATION OF PEDESTAL AND CONDUITS PRIOR TO INSTALLATION. 3. FOUNDATION TO EXTEND PAST CABINET 2" ON ALL SIDES, #10 GA WIRE MESH REINFORCEMENT TO BE PLACED FOUNDATION TO EXTEND PAST CABINET 2" ON ALL SIDES, #10 GA WIRE MESH REINFORCEMENT TO BE PLACED INTO FOUNDATION. 4. FOR NON-METERED CITY SERVICES CONTRACTOR TO PROVIDE METER SOCKET JUMPER COVER, U.L. LISTED. FOR NON-METERED CITY SERVICES CONTRACTOR TO PROVIDE METER SOCKET JUMPER COVER, U.L. LISTED. 5. FOR STREETLIGHT SERVICES CONTRACTOR TO PROVIDE SAFETY SOCKET ENCLOSURE WITH FACTORY CUT FOR STREETLIGHT SERVICES CONTRACTOR TO PROVIDE SAFETY SOCKET ENCLOSURE WITH FACTORY CUT PLEXIGLASS PHOTOCELL WINDOWS, NEMA 7-PIN PHOTOCELL RECEPTACLE, AND CONTACTORS IN THE LOAD SIDE COMPARTMENT. 6. FOR METERED SERVICES CABINET MUST COMPLY WITH EUSERC, INCLUDING DWG 308. SUBMIT CABINET DRAWINGS FOR METERED SERVICES CABINET MUST COMPLY WITH EUSERC, INCLUDING DWG 308. SUBMIT CABINET DRAWINGS TO BWP FOR PRE-APPROVAL PRIOR TO ORDERING.


